
172/172B Drain and Overflow 
Installation Instructions 

 
1. Apply plumbers putty** around bottom side of strainer body flange.  Insert strainer body through drain hole in 

bottom of tub in one of the factory provided recessed locations (see reverse side).  Place drain ell gasket on 
drain ell on outside of tub. 

2. Slide slip nut, then plastic or brass washer (ferrule) onto drain ell.  Make sure thick side of washer is toward 
nut.  Slide tee on to drain tube and partially tighten nut. 

3. Place overflow washer on overflow ell.  Slide slip nut, then plastic or brass washer (ferrule) onto overflow 
drain tube.  Insert into tee.  Adjust so that overflow ell is snug against overflow hole in tub and long portion of 
tee is vertical with floor.  Hand tighten both nuts as much as possible, then another 1/8 turn with wrench.  
NOTE: If brass ferrules are used joints can be soldered.  DO NOT solder if plastic washers are used. 

4. Start the two retainer plate screws in the bottom two holes in the overflow ell.  Hang the retainer plate over the 
screw heads and tighten the screws until the retainer plate makes contact with the interior tub wall. 

5. Install overflow plate and drop cylinder assembly,  with screws provided. 
6. Adjust drop cylinder assembly to insure no leads to drain when in closed position. 

**CAUTION: Avoid contact of plumbers putty with ABS plastic parts** 
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