











Baptistry Accessgaries

: Drip Landings i Child’s Step Seat / Platform

Place these fiberglass landings at
the top of your baptistry steps to
catch dripping water

Removable step raises short children
12" for visibility. Includes toe-hold
bar and suction cups for attachment.

All prices are. FOB Henderson, Texas
Please call for freight rates

This versatile accessory can be used
as a step for children or as a seat
for adults. Includes toe-hold bar and

fom wet robes.

#ACC-140

3'-9" square

#ACC-145

3'-3" square

#ACC-130

suction cups
for attachment.

#ACC-160

Pool Patrol

not included).

an alarm is triggered emitting a clear warning signal.

The PP30 is a deluxe alarm with an electronic solid state remote receiver. An alarm
will sound both in your baptismal pool and on the remote receiver to a distance
of approximately 200 feet. The remote receiver has an on/off switch with an “on”
indicator light and is powered by a 120 volt A.C. wall transformer. The alarm in

the baptismal pool is battery powered and uses one 9 volt alkaline battery (battery

This battery powered safety device helps to detect small children that might
inadvertently find their way into the baptismal pool unattended. Our Pool Patrol
floats on the pool surface and can be activated when the children fall into the
pool creating a wave. When the wave touches the ring of the Pool Patrol sensor,

AquaGuard Finish Optional Window

Our standard baptistries are made with the highest
quality and finish available in the industry. To preserve
this finish we recommend that the baptistry be
drained after each use and left empty until needed.
Leaving water standing in the baptistry for extended
periods may damage the gel-coat surface.

For those churches who plan to leave the baptitry
filled for extended periods, we recommend our
“AquaGuard” finish option. This special process
provides an extra level of protection against blistering
and spotting caused by prolonged water contact.

We guarantee baptistries purchased with the
AquaGuard Finish option against surface blistering,
peeling, or cracking for five (5) years when installed
and maintained according to instructions.

Available as an option on most baptistries,
this 12" tall acrylic window allows
better viewing of the baptism.
This is especially helpful if the
baptistry is elevated
above ground level.

The sturdy 1/2" acrylic
window is shipped in
protective paper, with
silicone sealant for
installation by your
contractor. We recommend installing the window
last, to prevent possible damage.

Series 2000 baptistries feature an improved window
system, making installation practically foolproof.

AquaGuard
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Baptlstrg Heaters

on 208V with reduced efficiency.

N @.

EQAS Baptistry Heater

Efficient, Quiet, Affordable, & Safe. That's what EQAS means to our
customers. It's easy to install using factory wired, plug together connectors
for the pump and the optional EQAS 2000 Autofill device. An air button
(included) can be mounted top side on the pool to control the on-off
operation of the heater if the customer wishes.

Standard features include a built in Ground Fault Circuit Interrupter, Time
Clock, and Thermostat. The unit is manufactured using all UL Registered
parts and an ETL listing. The heater, pump, and all necessary fittings,

including a mounting base, are delivered in one box. Heater also operates

Electrical requirements:
H-5 = 2 pole, 40 amp
H-11 = 2 pole 60 amp

Heater size (with pump installed)
16" tall, 24" wide, 16" deep

All prices are FOB Henderson; Texas
Please call for freight rates

Optional Items

Chrome plated, single
valve faucet. Can be
easily mounted at any
desired location on rim.
For 1/2" connections.

Deck Mounted Manual Fill Faucet§@® Flush Port Manual Fill Valve EQAS 2000 Autofill
/ I.l

Attractive flush port
with brass fill valve,
operated from behind
the baptistry. Uses 3/4"
connections.

#300

Turn this unit on, and an
electric fill valve opens to fill
the baptistry, then closes
when the baptistry is full. If
left on, system will cycle on
and off to maintain proper
water level.

Our most economical drain
system, this unit includes
chrome plated fittings, an

overflow with a mechanical
trip lever, and all necessary
fittings for installation.

#172
for 3'-6" baptistries

#172B
for 4' baptistries

Unique “Free Flow" design uses
an external cable linkage. Highest
quality machined fittings assure
positive seal to prevent seepage.
Drain is activated by an attractive

rotating knob on the overflow.

#185

3 #185B
7 for 3'-6' baptistries

for 4' baptistries

Designed for use with
our H or S series heating
systems, this cartridge
type filter skims water
from the surface to filter
out sediment. Washable
filter insert.

j FILTER

Heater Packages

ECONOMY SYSTEM
H-5 or H-11 Heater
200 Surface Fill Faucet
172 Manual Drain

STANDARD SYSTEM
H-5 or H-11 Heater

300 Flush Fill Port
185 Manual Drain

DELUXE SYSTEM
H-5 or H-11 Heater
EQAS 2000 Autofill
185 Manual Drain

The H-5 replaces our
AT55 heater.

The H-11 replaces our
CZ-11 heater.




All prices are. FOB Henderson, Texas

Ba p t'- 5 tr y H ea ter &5 Please call for freight rates

EQAS Automatic Baptistry Heating System

[ 8 = Heater
= L ammn :; Auto Fill
ol = Auto Drain

Plug-In Options

FIEERIL 4S5
R TR
P ORI

Our “S Series” EQAS heaters have all the features of our “H Series”
heaters, but add the convenience of fully automatic control. This
system allows for automatic fill, automatic water level control, and

S-11 Shown automatic drain. From the front of the unit or from poolside, the
Electrical requirements: on/off and fill/drain functions can be initiated. Temperature and Time
5-5 = 2 pole, 40 amp Clock settings are easily pre-set on the front of the heater. Heater,
511 = 2 pole 60 amp pump, controllers, wiring, and all necessary fittings are shipped in
Heater size (with pump installed) one box.
16" tall, 24" wide, 16" deep EQAS S-5:  5.5kw heater with automatic control system
® i EQAS S-11: 11kw heater with automatic control system
N @)us NOTE: System can operate on 208-volt with reduced efficiency

Optional Items

Optional Secondary Heater _ Remote Controller

[ [ EQAS OSH

EQAS Remote [

For larger baptismal pools (like the LG) or for those
that just want to heat the water faster, our Remote

Heater is the perfect answer. This 11kw heater comes For situations where the heater may be difficult to
with its own separate heater and pump. it plugs into access for temperature control, this is the perfect
any S Series product for single location control of solution. Our Remote Controller can be mounted in
temperature and operation. As with all EQAS heaters, any wall and allows for full operation of on/off,

the GFCl is built in. fill/drain, and temperature control. A digital read out
NOTE: Requires separate 60 amp/240V circuit. displays the temperature of the baptismal pool water.

This system replaces FSI's AT-55 or CZ-11 and COM-1 products.






